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ROMPOX® - D4000

The simple repair mortar

2-component epoxy resin system
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ROMPOX® - D4000 is a high-strength 2-component repair mortar and the modern solution for road maintenance and renovation in road cons-
truction. D4000 is used for force-fit crack sealing and for repairing asphalt surfaces and break-out points on concrete elements. Thanks to its
good reactivity, surfaces can be reopened within a short time. The repair mortar ROMPOX® - D4000 can be used all year round, even at low

temperatures from 5° C.

Properties
High strength
Fast traffic release
Resistant to vacuum sweepers
No weed growth
Resistant to frost/de-icing salt

Resistant to high-pressure cleaners

Slip-resistant

sand-neutral  stone grey-concrete - basalt-asphalt

Areas of application

For surface depths from 10 mm
Commercial and public areas

Surfaces with traffic loads of
up to 40 tons

Repair of edges and chipped areas
Processing of blowholes and defects
Crack sealing in floor coatings

Road damage and potholes

Spalling on kerbs

Technical data
Compressive strength: 47,3 N/mm? | 6 860 psi

Bending tensile

strength: 18,3 N/mm? | 2 654 psi

Static modulus

of elasticity: 8 700 N/mm? | 1 261 829 psi

Solid mortar

bulk density: 1,72 kg/dm?*| 1.0 oz/in®
Shelf life: 24 months
Storage: frost-free, dry
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ROMPOX® - D4000

I CONSTRUCTION SITE REQUIREMENTS

Planning: The substrate should be constructed in accordance with the expected traffic load. The regulations and information sheets for the construction of paved
surfaces must be observed. Subsequent loads must not cause the surface to settle or result in loose stones.

Preparation: Clean the surface to a depth of at least 10 mm. The surface should be stable, fine-grained, free of laitance, dust and loose particles, and free of oil,
grease and other contaminants that could act as a separating agent. If necessary, the substrate should be pretreated by sand or shot blasting, milling or grinding.
The minimum adhesive tensile strength of the substrate must be 1.5 N/mm? (Herion device).

I APPLICATION

Mixing: Open the bucket, open the bottles inside and add the contents completely to the filler component. In order to fully utilize the contents of the bottle, the resin/
hardener component should be brought to room temperature if possible, especially when working in cool weather. This facilitates emptying and the mixing process.
Start the mixing process. Do not add water! After 3 minutes of mixing, pour the mortar into a clean, dry bucket and mix again for at least 3 minutes. When repotting,
make sure that any resin residue remaining in the inner edge of the bucket is scraped out and added to the new bucket. Total mixing time: At least 6 minutes. Use a
professional mixing paddle or compulsory mixer.

Processing imperfections/holes: Pour the ready-mixed repair mortar onto the surface and pre-spread with a shovel or sheet metal scraper. Use a trowel to compact
the mix and smooth the surface. Good compaction is crucial for a durable end product!

Application of chipped edges/curb repairs: Apply the ready-mixed repair mortar to the area to be repaired with a trowel and roughly shape, then compact and
smooth with a smoothing trowel. Tip: Use a second trowel as a ,formwork" to model a well-compacted edge. Form larger vertical surfaces.

Practical tip: To achieve even better strength in the edge area, in the case of edge spalling and very flat areas, mix the resin/hardener components in a separate
bucket for 2 minutes beforehand and then add the contents completely to the filler component. Mix again for at least 3 minutes. As there is always a residue of the
resin/hardener mixture left in the bucket, this residue can be used as a primer for the imperfection. To do this, spread the resin/hardener mixture with a brush. The
repair mortar is then applied wet-on-wet as described above.

Rain protection: No rain protection is necessary in drizzle. In the event of continuous or heavy rain, the surface must be protected from rain for 2 hours. The rain
protection (construction foil/ tarpaulin) must not be placed directly on the surface so that air can circulate.

Application data:
Application time at 20 °C | 68 °F: approx. 15-20 min.

Application temperature: 0-30°C| 48-86 °F
Low temperature » slow curing, High temperature » fast curing

Release of the surface at 20 °C | 68 °F:  Can be walked on after 6 hours, fully loadable after 24 hours

I IMPORTANT NOTES

Weather: Unfavorable weather conditions can negatively affect the result of your processing. We strongly recommend that you read and check product labels, pro-
cessing instructions and climatic restrictions before starting your project. Very hot, cold or wet weather requires planning and additional equipment and measures
if necessary.

Occupational safety: The use of impermeable and durable protective gloves, tight-fitting safety goggles and protective work clothing is recommended when working.

Cleaning and maintenance: All tools and work shoes should be cleaned with commercially available solvents (e.g. ethanol, methylated spirits) when work is inter-
rupted and after processing. The cured product can only be removed mechanically.

I GENERAL INFORMATION

Explanations: Usage demarcation, usage category and load classes indicate the load-bearing capacities for standardized substructure and superstructure accor-
ding to German standards in accordance with RStO 12, ZTV-Wegebau, DIN 18318. The joint may sand slightly due to the raw material. All fillers are natural products
which may show natural color variations.

Legal text: The information printed in this brochure is based on experience and the current state of science and practice, but is non-binding and does not establish
a contractual legal relationship. All previous information becomes invalid with the publication of this brochure. Illustrations similar. Status: January 2024, subject
to change.
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