
ROMEX® PAVEMENT JOINTING MORTARS
1-component systems 

GUARANTEED SECURITY 
ROMEX® RSG 10

10-year system guarantee on access roads, terraces and garden paths 
According to the current regulations, different construction methods are 
possible depending on the use/load. ROMEX® products can be used to crea-
te the appropriate layers for each of these construction methods. When our 
products are used as a system, the ROMEX® SYSTEM GUARANTEE (RSG) 
applies.

RSG offers real added value and security for installers, clients, planners 
and specialist companies. When laid professionally in accordance with 
the applicable regulations using our system consisting of bedding mortar,  
bonding slurry and pavement jointing mortar, we offer a 10-year guarantee 
on surfaces within the scope of the ZTV-Wegebau (German guideline).

ROMEX® is the first and only manufacturer in the field of paving and slab 
laying in gardening and landscaping to offer its customers such a guaran-
tee. Take advantage of this unique added value for you and your customers! 
Contact us for further information and detailed guarantee conditions.

GUARANTEED SAFETY 
FOR PAVED AREAS
ROMEX®, your system specialist since 1989

TECHNICAL INFORMATION
Always solution-oriented 

ROMEX®-BEDDING PRODUCTS
For bonded systems, only high-quality and partially plastic-modified Portland 
/ Trass cement mixes are used, as the trass mineral combines with the lime 
particles of Portland cement to neutralize them. The great advantage is the 
greatly reduced risk of waterlogging, efflorescence and discoloration. In con-
ventional Portland cement products without trass, the lime particles migrate 
through the joint and stone covering to the surface where they react with the 
CO2 of the air. The result: A lime layer forms on the rock surface, which is 
called “efflorescence“.

WATER PERMEABILITY
A synthetic resin based pavement 
jointing mortar basically always 
consists of two components. One 
component is the binder, which is  
responsible for curing and stability. 
The other component is the filler, 
which is critical to water permeabili-
ty. The filler component is a washed, 
fire-dried quartz sand in different particle sizes. The quartz sands have no 
zero components, as is the case with cement (cement dust). This creates ca-
vities through which the water can seep down. The size of the cavities, which 
is a function of the grain size, determines the degree of water permeability. 
Especially during winter the advantage of the cavities becomes evident.  
Water, which is still in the joints during freezing and freezes, can expand in 
the cavities. This prevents cracks or breaks in the joints.

RESIN FILM 
Refinement of stones
After jointing with synthetic resin  
pavement jointing mortar, a fine syn-
thetic resin film remains on the stone  
surface, which intensifies the color 
of the stones and protects the pa-
ving against soiling. This film disap-
pears with free weathering of the 
surface and by abrasion over time.  
Exceptions: ROMPOX® - ECOFINE, 
ROMPOX® - EASY, ROMPOX® - JOINTING SAND NP, ROMPOX® - DRAIN 
and ROMPOX® - D7000 JOINT STRENGTHENER (when processed WITHOUT 
colour enhancing) leave behind almost no synthetic resin film. Detailed  
information about the synthetic resin film can be found in our catalogue or 
on the homepage.

2-component systems  

Our high-quality 2-component epoxy resin based pavement jointing mortar is 
used around the house, e.g. in driveways and on parking spaces. Grout almost 
any natural or concrete block and slabs with a joint width of at least 3 mm,  
depending on the product. During the initial period after grouting with a 
2-component epoxy resin pavement jointing mortar, a fine synthetic resin film  
remains on the stone surface, which intensifies the color of the stone and 
protects against dirt.	

	Top products for the professional 
	Ideal for polygonal slabs and quarrystone slabs 
	For medium traffic loads 
	Water permeable, frost and de-icing salt resistant 
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Our 1-component systems are suitable for almost all natural and concrete 
stones as well as slabs with a joint width of 1 mm, depending on the product.  
1-component systems cure with air-oxygen. As a result, they do not have to 
be mixed at the construction site and are ready for immediate use. The label-
free, water permeable joint products are also ideal for do-it-yourselfers due 
to their ease of use. Main areas of use are terraces, garden paths, garage 
entrances and areas around the house. 
 
	Inexpensive quality products 
	Very user-friendly, also suitable for do-it-yourselfers 
	Solutions for joint widths from 1 mm 
	Water-permeable, frost and de-icing salt resistant 
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APPLICATION FILMS ON

CALCULATE YOUR NEEDS 
IMMEDIATELY ON romex.de

ALWAYS THE RIGHT PRODUCT
We have a solution for every joint width

Joint widths from 5 mm

	 ROMPOX® - EASY
• 	Areas with traffic loads up to 3.5 tt
• 	Can be applied in drizzle
•	 No weed growth
• 	Mixed ready to use, vacuum packed
• 	Also for do-it-yourselfers
• 	Unit: 15 kg and 25 kg bucket
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Joint widths from 3 mm

	 ROMPOX® - ECOFINE
• 	Areas with traffic loads up to 3.5 t
• 	No resin film
• 	No weed growth
• 	Usable around pools, as chlorine 	
	 and salt water resistant
• 	Can be applied in drizzle
• 	High-pressure cleaner resistant
• 	Mixed ready to use,  
	 vacuum packed
• 	Unit: 12,5 kg and 25 kg bucket

	 ROMPOX® - D1
• 	Areas with traffic loads up to 7.5 t
• 	High flowability
• 	Self-compacting
• 	Highest strength
• 	No weed growth
•	 High-pressure cleaner resistant
• 	Unit: 25 kg bucket, 27,5 kg container
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2 	 ROMPOX® - DRAIN
• 	Areas with traffic loads up to 3.5 t
• 	Almost resin film free  
• 	No weed growth
• 	Can be applied in drizzle
• 	Quick re-opening to traffic
• 	High-pressure cleaner resistant
• 	Unit: 25 kg bucket
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Joint widths from 1 mm

   ROMPOX® - JOINTING SAND NP
• 	Stronger than conventional 
	 jointing sand
• 	For the unbound construction 		
	 method
• 	Reduces weed growth
• 	Self-repairing
• 	Tested according to AgBB (VOC)
• 	Unit: 25 kg bag

1 4	 ROMPOX® - D7000 JOINT 
	 STRENGTHENER
• 	Permanent hardening of JOINTING 	
	 SAND NP
• 	Reduces weed growth
• 	Repair of joint cracks
• 	Joints remain permeable to water
• 	Reduces surface abrasion and 
	 dust formation
• 	Prevents gravel migration on flat roofs
• 	Around the house and commercial 
	 areas
• 	Reduces erosion on sloped areas 	
	 during heavy rainfall
• 	Unit: 1 litre bottle, 20 litre canister

Perfect

match!

Even better: 
Combine JOINTING SAND 
NP with D7000 for 
permanently solid joints!

Follow us

ROMEX® Gmbh  
Mühlgrabenstraße 21, 53340 Meckenheim 
+49 (0) 2225 70954-20 | sales@romex.de
romex.de

Polymer-modified 
trass-containing adhesion elutriant
• High composite safety
• Suitable for all stone coverings

THE ROMEX® SYSTEM

Trass bedding mortar
• Prevents frost damage
• For pedestrian and traffic loads
• Highly water-permeable

Pavement jointing mortar
• No weed growth
• Water-permeable
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https://www.romex.de/de-de
https://www.instagram.com/romex_gmbh/?hl=de
https://www.facebook.com/share/1H32immr4q/?mibextid=wwXIfr


https://www.youtube.com/@ROMEXAG
https://www.linkedin.com/company/romex-gmbh/


POLYGONAL SLABS COATED STONE COVERINGS INTERLOCKING PAVING STONES CERAMIC TILES GRIT AND GRAVEL STRENGTHENING

Ceramic slabs, tiles with a natural stone or wood look and high-quality 
natural stone coverings are all the rage. This is because, unlike concrete 
and natural stone, ceramic is color-fast, more scratch-resistant and less 
sensitive to dirt. A professional, bonded installation using the right system 
is the basic requirement for a long-lasting covering that can withstand all 
weather conditions without any problems. As modern ceramic tiles are often 
only 2 cm thick, they must be laid in a bonded, water-permeable bedding for 
longterm outdoor use.

As an optimal system we recommend 

	ROMPOX® - 302 CEM-TB (TRASS-BED),
	 ROMPOX® - 303 CEM-TC (TRASS-BED COMPOUND) with 
	 ROMPOX® - 304 CEM-HS (ADHESION ELUTRIANT)

	ROMPOX® - DRAIN

	ROMPOX® - ECOFINE
 

Interlocking and concrete block paving is almost always laid unbond. Not 
only in driveways, but also in parking lots at the house, on garden paths and 
terraces. Not least because of their robustness, durability and timeless de-
sign. Narrow joints in this paving cannot be created with conventional pave-
ment jointing mortar, or only with great effort. As a result, weed growth 
cannot always be prevented. Jointing sands are the only way to fill the 
narrow joints. The solution for a durable, stable jointing at the level of a joint 
mortar is the subsequent finishing of the surface with our special product 
ROMPOX® - D7000 JOINT STRENGTHENER. The combination of these pro-
ducts combines their respective advantages. The weed-inhibiting jointing 
sand is suitable for joints with a width of at least 1 mm and fills them com-
pletely. ROMPOX® - D7000 JOINT STRENGTHENER provides the necessary 
and lasting stability.

As an optimal system we recommend 

	ROMPOX® - JOINTING SAND NP combined with
	 ROMPOX® - D7000 JOINT STRENGTHENER

Many concrete block surfaces and an increasing number of natural stone 
surfaces are coated at the factory. These coatings are intended to protect 
the stone surface from soiling and color fading and to prevent algae/moss 
formation. In rare cases, some coatings can react with synthetic resins and 
cause stains or sandy surfaces. Tests on an inconspicuous area are therefore 
always advisable. When selecting the pavement jointing mortar, make sure 
that it does not leave a synthetic resin film or is compatible with the covering.

As an optimal system we recommend 

	ROMPOX® - 302 CEM-TB (TRASS-BED),
	 ROMPOX® - 303 CEM-TC (TRASS-BED COMPOUND) with 
	 ROMPOX® - 304 CEM-HS (ADHESION ELUTRIANT)

	ROMPOX® - DRAIN

	ROMPOX® - ECOFINE

	ROMPOX® - JOINTING SAND NP (in unbound construction)

Polygonal slabs have been very popular for decades. Their natural, rustic  
shape creates an inviting, Mediterranean flair in the garden. However, the  
special features of the irregular shapes and broken edges require particular 
care when laying. Due to the different slab thicknesses of between 2-6 cm and 
the mostly conical shape, a bonded installation with the right system is a basic 
requirement for a permanently stable covering. For long-term outdoor use, 
polygonal slabs should be laid in a bonded, water-permeable bedding and 
jointed with a pavement jointing mortar with good edge adhesion.

As an optimal system we recommend 

	ROMPOX® - 302 CEM-TB (TRASS-BED),
	 ROMPOX® - 303 CEM-TC (TRASS-BED COMPOUND) with 
	 ROMPOX® - 304 CEM-HS (ADHESION ELUTRIANT)

	ROMPOX® - DRAIN 

	ROMPOX® - D1

No more loose stones on the lawn, the patio or even in the house. With 
our grit binders grit and gravel can be made firm under foot and visually 
appealing. Whether it is garden paths, flower beds, splash guards, private 
driveways, car parking spaces or publicly used footpaths and tree pits with 
our modern synthetic resin binders for washed, dried and dust-free grit / 
gravel all garden projects come to realisation. Due to the light stability  
ROMPOX® - 201 DEKO UV is especially suitable for light-coloured gravel and 
calcium carbonate-containing stones such as marble, chalk and sand-lime 
bricks. The surfaces are water permeable and easy to clean. ROMPOX®- 202 
DEKO EP is a more productive alternative for all dark stone types.

As an optimal system we recommend 

	ROMPOX® - 302 CEM-TB (TRASS-BED),
	 ROMPOX® - 303 CEM-TC (TRASS-BED COMPOUND) 

	ROMPOX® - 201 DEKO UV for light stone types

	ROMPOX® - 202 DEKO EP for dark stone types

https://www.youtube.com/@ROMEXAG

